Specifications Spray Features & Slides Shown

Model: 2702-105 (1) 24” diameter Polyethylene Flume Slide; 10 gpm
Dimensions: 20°' 6 V4" x 16’ 2 38" (2) 1800-18: 5’ Mushroom Spray Fountain; 60-270 gpm
GPM: 41.5-147 (3) 1800-20: Water Cannon; 2-5 gpm

(4) 1800-50-1: Tumbling Bucket; 1.5-9 gpm
FeatU reS (5) 1800-52: 5" wide Family Fun Fiberglass slide; 10 gpm
. égz QU'C_Zid% fjiamfte;ill;O'Y?thY'enf ﬂU?Wde ; (6) 1800-70-1: Water Curtain; 15-25 gpm
: Stai;2?'7,‘?risfgf‘“flfrtrea%r,94asﬁ§v‘\’,‘i’g o e fiume (7) 1800-86: Angled Spray Pole; 3-8 gpm
* 4 12" OD stainless pipe (8) 1800-87: Spray Orb; 10-30 gpm

e Spray nozzles recessed
e Stainless steel base plates and anchor system
 Safety panels around perimeter of structure

e Polyester powder coated finish

New Standard Features:

¢ 32" 1.D. closed fiberglass flume slide
(replaces 24" polyethylene flume slide)

e Fiberglass “runout lanes”
(replaces “landing pads”)
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